Cellboost battery engineering data 


Cellboost 7,8 x 40 
Alkaline 1.5V 

No Added Mercury or Cadmium 

Material Safety Data Sheet Alkaline battery 

Identity: 

Chemical Name: Alkaline Manganese Dioxide Cell 
Common Name: Alkaline Battery 


INGREDIENTS/ IDENTITY INFORMATION: 


Chemical 
Common Names 

OSHA PEL 

ACGIH TLV 

Other 

Limits 

% By Weight 
Approximate 

Potassium Hydroxide (KOH) 

2mg/m^ , 
(C) 

2mg/m^ , 

(C) 

/ 

8 

Manganese Dioxide (Mn02) 

5mg/m^ , 
(C) 

5mg/m^ , 

(C) 

** 

37 

Zinc (Zn) 

15mg/m^ , 

3 

lOmg/m 


/ 

15 

Water (H20) 

/ 

/ 


/ 

11 

Carbon (C) 

3 

3.5mg/m 

3 

3.5mg/m 


/ 

4 

Steel 

3 

lOmg/m 

10mg/m^ 


/ 

18 

Brass 

3 

lOmg/m 

3 

lOmg/m 


/ 

2 

Plastic 

/ 

/ 


/ 

4 

Paper 

/ 

/ 


/ 

1 


Control Measures: 

Respiratory Protection: None under normal conditions. 

Ventilation: Subsequent to a fire provide as much ventilation as possible 
Protective Gloves: use neoprene, rubber or latex-nitrile gloves when handling leakers. 
Eye protection: Water safety glasses when handling leakers. 

Other protection Clothing or Equipment: None 

Note: These batteries do NOT contain any intentionally added mercury. 

Any mercury present would be in trace quantities as a contaminant. 

3 

** Level of set an integral permissible exposure limit (PEL) of 0.5mg/m , . 

The ACGIH has proposed a TLV^ , of0.2mg/m^ , . 
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